


SAFE RIDING’S MORE FUN

Ride responsibly. Kawasaki bel ieves safety begins with us and cont inues with 
you. Always wear a helmet, eye protect ion, and proper apparel . Never r ide 
under the inf luence of drugs or alcohol. KLX models are for c losed-course 
competi t ion only. Riding is more fun on a wel l-maintained motorcycle.. . fo l low 
the instruct ions in your owner’s manual. Remember, r id ing safe is smart. 

LIME GREEN

Kawasaki subscribes to the guidelines 
of Tread Lightly!, a program dedicated 
to protecting the great outdoors through 
education and fostering responsible 
enjoyment of public lands.

kawasaki.ca/good-
times-protection-plan

kawasaki.ca/accessories

Up to 
three years 
additional 
coverage 
with the 
Good Times™ 
Protection Plan*
For more information visit:

kawasaki.ca/good-times-protection-plan

Take an in-depth tour @
www.kawasaki.ca/klx

*Depending on the program purchased.

To view our complete 
accessory catalogue visit:

Engine type Four-stroke, SOHC, 2-valve single

Displacement 112 cc

Bore x stroke 53.0 x 50.6 mm

Compression ratio 9.5:1

Cooling Air

Fuel system Keihin PB18 carburetor

Ignition Digital DC-CDI

Starting Electric

Transmission 4-speed

Final drive Chain

Frame High-Tensile steel backbone

Rake/trail 24.8°/50 mm (2.0 in.)   110L: 24.2°/47 mm (1.9 in.)

Front suspension/
wheel travel

30 mm telescopic fork/110 mm (4.3 in.)
110L: 30 mm telescopic fork/140 mm (5.5 in.)

Rear suspension/
wheel travel

Single shock/110 mm (4.3 in.)
110L: Single shock/132 mm (5.2 in.)

Tire, front 2.50-14 4PR

Tire, rear 3.00-12 4PR

Brake, front Drum (90 mm) 

Brake, rear Drum (110 mm)

Wheelbase 1075 mm (42.3 in.)

Ground clearance 215 mm (8.5 in.)   110L: 265 mm (10.4 in.)

Seat height 680 mm (26.8 in.)   110L: 730 mm (28.7 in.)

Curb weight* 76 kg (167.6 lbs.)

Fuel capacity 3.8 litres (0.84 gal.)

Warranty 6 month

	 Specifications	 Click for details
KLX™ 110L

ADDITIONAL FEATURES

2” higher ground clearances

Longer-travel suspensions

Increased seat height by 2”s

Manual clutch for greater control1

1

The specifications mentioned here apply to and have been achieved 
by production models under standard operating conditions. We intend 
only to give a fair description of the vehicle and its performance 
capabilities but these specifications may not apply to every machine 
supplied for sale. Kawasaki Heavy Industries, Ltd. reserves the right to 
alter specifications without prior notice. Equipment illustrated and 
specifications may vary to meet individual markets. Available colours 
may vary by market. 

* Includes all necessary materials and fluids to operate correctly, full tank of fuel (more than 90% of capacity) and 
tool kit (if supplied)

* Canadian model may not be exactly as shown


